5J S, A, R
UL/CSA 5x15mm Glass Quick Acting Fuse 350V RoHS “ @A

Functional Characteristics %—“éﬁﬁ[‘%
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100% 4 hour (°] %) -
135% - 1 hour (7] )
200% - 5 sec (F)

Safety Approvals (3" 2 5"
UL recognized and CSA component accepted from 250mA to SA at 350V.

Marking (H]|3)

Sun trademark, appropriate UL/CSA logo, “5J”, current and voltage ratings are
stamped on the fuse end caps.

RoHS compliant version is identified by an additional logo of “G” in a circle.

Material ($1£])
Fuse body — glass tube
End cap — nickel plated brass
o6or 0'8”'0'1:""’ [D Dj I Pigtail — tin plated copper on nickel plated brass cap
* —r Packing (&.
5.5+/-0.1Tmm - Bulk pack of 500pcs per box.
30+-2mm 15.0+/-0.5mm 30+/-2mm - Taped & reeled of 1500pcs per reel (EIA-296, 10mm pitch, 63.5mm inside
5J tape spacing).
RoHS
RoHS compliant version (EU Directive 2002/95/EC) is available. Please add
suffix (G) to order.
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0.200 350 8.30 1600 0.32 0.01
0.250 350 6.21 1460 0.37 0.02
100 = 0.350 350 3.50 1210 0.42 0.05
0.375 350 3.24 1110 0.42 0.06
0.500 350 0.22 150 0.08 0.11
2 10 0.750 350 0.13 130 0.10 0.26
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NN Note ()
\ \\ \ 1. The Voltage Drop values are measured at 100% rated current.
0.01 N 2. The Power Dissipation values are measured after testing at 100% rated current.
’ 3. The above figures are typical values for reference only and should not be
0.1 L 10 100 1000 used as acceptance criteria.
Current (A) 4. Please consult factory for availability of other ratings.

Specifications subject to change without notice




